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Compact size allows installation even in tight spaces

Automatic swing fan  Adjustable fan head
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Quiet running

Reduced noise level by
optimal fan cover design

4 e .
| : S 535 \(
g 140 i

Low / Medium / High |
selectable 3 wind speeds

+ 3 settings (High 190 m/min, Medium 150 m/min, Low 120 m/min) for

Automatic swing fan optimal air velocity control

+ Very compact but 235 mm (9-1/4") Large fan produces strong enough air
flow.(High 8.2 m3/min, Medium 6.5 m3/min, Low 5.2 m3/min)

ON/OFF switch Automatic-off timer: 3 stage adjustable
(1 hour, 2 hours, 4 hours)

Front guard can be removed for easy cleaning
of the fan.

Carrying handle ACadapterjack -

AC adapter is optional

Li-ion Battery Run time (approx): min. Cordless Fan
18V 1.5Ah 18V 3.0Ah 18V 5.0Ah ¢1- BL1815N  BL1850B BL1860B Max Continuous Use (min.) w/BL1850B :
Low/Medium /High : 960/580/ 360
Air Flow Low /Medium /High : 5.2 /6.5 /8.2 m*min
Low 280 960 1,155 Dimensions (L x W x H) 140x333x447 mm (5-1/2"x13"x16-1/2")
Net weight 1.9-2.6 kg (4.2-5.6Ibs.)
*BL1820B *BL1840B *BL1860B Medium 170 580 700
18V 2.0Ah 18V 4.0Ah 18V 6.0Ah ) gj Electronic 3-Speed
High 105 360 430
*with Battery fuel gauge The weight may differ depending on the attachment(s), including the battery cartridge.

Items of standard equipment and specifications may vary by country or area.
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