singing singing

roc roc

climbing rope climbing rope
horolezecke lano horolezecke lano
rope unpacking / rozbalovani lana diameter
2 9,3 mm
prumer
weight 57 g/m
hmaotnost
sheath slippage 0 mm
posuv opletu . /-2mm
static elongation 90 %
staticky pritah !
kernmantel rope construction / konstrukce dynamického lana
dynamic elongation 339 Y%
. ’ o 0
ultrasonic termination / zakonceni utrazvukem dynamlcky prUtah !
marking band / koncové znaceni
: P number of UIAA falls
type, diameter / typ, primer pUEEt UIAA padﬁ 5
.
@ 33 impact force
EN 892 v z g
| razova sila 8,4 kN
sheath / oplet core / jadro
EN standard Reading and understanding Bez dikladného procteni
instruction far use are required  a pochopeni navodu k pouziti
to use this product! nepouzivejte tento vyrobek!
Certified by: EC conformity verified by:
Certifikoval: ES ovéfovani shody provadi: o ) ) .
SZU Brno, branch Jablonec n.N. WUU Ostrava-Radvanice, 1 REtah'” in case ufla claim U5kE|hDVEJF|E pro piipadnou
Czech Republic Czech Republic H on the guarantee! reklamacil

Should the rope not fullfil the necessary

parameters for use, please dispose of carefully! Cce 1019
Po vyrazeni z pouzivani lano zlikvidujte

s ohledem na Zivotni prostredil

EN 832
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date of entry ascended metres  descended metres falls sustained
half rope twin rope datum poznamky metry nastoupané metry slanéné pady do lana
dvoijité lano

single rope
poloviéni lano

jednoduché lano
\
;

\ \

®
g
)

correct use dangerous
spravné ebezpelné

date of first use / datum prvniho pouziti

date of purchase / datum zakoupeni

putting out of use (reason) / vyrazenilana (duvod)
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