singing singing

roc roc

static rope typeA  static rope type A

statické lano statickeé lano |
i 2o strength
rope unpacking / rozbalovani lana DEVHOSH 30,5 kN +2 kN
knot breaking force 19 kN m
maximalni pevnos€v uzlu +2 kN -y
strentgth with the knots 15 kN/3 mi :
pevnost's uzly / min. H
elongation 339
prutahy ’ 0 +1% I '
numbedr of falls >10 —
pocet padu
i)
impact force
rézg/é sila 5,5 kN +0,3 kN m
weight whed
hmutﬁnst 59 g/l'ﬂ +1g/m m
i i el sheath slippage
dynamic rope construction / konstrukce dynamickeho lana nosi oplety ppag 0% £0.25%
shrinkage 0
ultrasonic termination / zakonceni utrazvukem sraZlivost g 1, 2% +1%
mass of the outer sheath 367 %
marking band / koncové znaceni hmotnost opletu ’ 0 +0,5%
knotabilit
type, diameter / typ, prumer uzluvatEInnsty [],8 +0,1
personal s ’— diameter
equipment for the
Pquevg_ntiun of falls 13 prumer 10,5 mm +0,2 mm
rom height -low stretch A 10,5 -
osobni S}E(hranné LR ‘ I_Ta?lgtr%ﬁlal PA
prostredky pro prevenci
padu z vygky - statické lano sheath / oplet core / jadro
e Reading and understanding Bez dukladného procteni
instruction for use are required  a pachopeni navodu k pouZziti
to use this product! nepouZivejte tento vyrobek!
Certified by: EC QMS of production inspected by:
TUV Miinchen, Germany WUU Ostrava-Radvanice, Retain in case of a claim Uschovejte pro pripadnou
Czech Rep. ! on the guarantee! reklamacil

Should the rope not fullfil the necessary

parameters for use, please dispose of carefully! Cce 1019
Po vyrazeni z pouzivani lano zlikvidujte

s ohledem na Zivotni prostredil

EN 1891
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